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CERTIFICATE

Issued to:
Applicant: Manufacturer/Licensee:
S.G.H. Electric Wire & Cable Co., Ltd.
Block E, G/F Stage 2 Yip Fat Industrial Building
73-75 Hoi Yuen Road
Kwun Tong Kowloon
Hong Kong

S.G.H. Electric Wire & Cable Co., Ltd.
Block E, G/F Stage 2 Yip Fat Industrial Building
73-75 Hoi Yuen Road
Kwun Tong Kowloon
Hong Kong

Product : single-core non-sheathed fire resistant cable with halogen-free thermoplastic 
insulation, and low emission of smoke

Trade name : ROYAL HORSE
Type : H07Z1-R

The product and any acceptable variation thereto is specified in the Annex to this certificate and the 
documents therein referred to.

DEKRA hereby declares that the above-mentioned product has been certified on the basis of:
 a type test according to the standard BS EN 50525-1:2011; BS EN 50525-3-31:2011 Cl. 4.1 (Type 1);

BS 6387:2013; (Category CWZ)
 an inspection of the production location according to CENELEC Operational Document CIG 021
 a certification agreement with the number 981883

DEKRA hereby grants the right to use the KEMA-KEUR BS certification mark.

The KEMA-KEUR BS certification mark may be applied to the product as specified in this certificate for the 
duration of the KEMA-KEUR BS certification agreement and under the conditions of the KEMA-KEUR BS
certification agreement.

This certificate is issued on: 21 March 2014 and expires upon withdrawal of one of the above mentioned 
standards.

Certificate number: 2170255.04
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SPECIFICATION OF THE CERTIFIED PRODUCT

Product data
product : single-core non-sheathed fire resistant cable with halogen-free 

thermoplastic insulation, and low emission of smoke
trade name : ROYAL HORSE
type : H07Z1-R (CU/Mica Tape/LSZH Fire Re
rated voltage : 450/750 V
conductor : copper class 2
separator : mica tape
insulation : thermoplastic compound type TI 7
tested cables : 1x1,5 mm², 1x16 mm² and 1x70 mm²
certified range : 1x1,5 mm² up to and including 1x70 mm²

TESTS

Test requirements
BS EN 50525-1:2011 
BS EN 50525-3-31:2011 Clause 4.1 (Type 1) 
BS 6387:2013 (Category CWZ)

Test result
The test results are laid down in DEKRA test file 2170255.04.

Remarks
This KEMA-KEUR certificate is based on and replaces KEMA-KEUR certificate 2165410.01 of 4 November
2013

With the use of mica tape between the conductor and insulation the outer diameter may exceed the 
requirement with a maximum of 1,0 mm for KEMA-KEUR BS certification only.

Conclusion
The examination proved that all test requirements were met.

Tested by : B. Vos
Checked by : A.A. Mackenbach

Factory location
S.G.H. Electric Wire & Cable (Dong Guan) Co., Ltd. 
Block ZC07, Zhen An Hi-Tech Industrial Zone, Chang An, Dong Guan, China 
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